


Sets 

Model Pack Silo
Production* Storage** Isulation Dimensions Door dimension 

Kg /24h (Kg) Poyuréthane (mm) L x W x H (cm) W x H (cm) 

C11S 11 M0 350 kg 350 kg 80 132 x 117 x 191,5 52 x 73 

C11L 11 M1 350 kg 600 kg 80 157 x 136 x 178 46 x 43 

C12S 12 M0 500 kg 350 kg 80 132 x 117 x 191,5 52 x 73 

C12L 12 M1 500 kg 600 kg 80 157 x 136 x 178 46 x 43 

C13S 13 M1 700 kg 600 kg 80 157 x 136 x 181 46 x 43 

C13L 13 M2 700 kg 1 100 kg 80 157 x 136 x 261 46 x 43 

C14S 14 M1 1 000 kg 600 kg 80 157 x 136 x 181 46 x 43 

C14L 14 M2 1 000 kg 1 100 kg 80 157 x 136 x 261 46 x 43 

C20S 20 M2 1 600 kg 1 100 kg 80 157 x 136 x 296 46 x 43 

C20L 20 M3 1 600 kg 1 700 kg 80 200 x 157 x 291 60 x 150 

C21S 21 M3 2 000 Kg 1 700 kg 80 200 x 157 x 291 60 x 150 

C21L 21 M4 2 000 Kg 2 100 kg 80 200 x 157 x 321 60 x 150 

C22S 22 M3 2 500 Kg 1 700 kg 80 200 x 157 x 291 60 x 150 

C22L 22 M4 2 500 Kg 2 100 kg 80 200 x 157 x 321 60 x 150 

C23S 23 M4 3 000 Kg 2 100 kg 80 200 x 157 x 321 60 x 150 

C23L 23 M5 3 000 Kg 3 600 kg 80 200 x 207 x 361 60 x 150 

C30S 30 M4 3 500 Kg 2 100 kg 80 200 x 157 x 350 60 x 150 

C30L 30 M5 3 500 Kg 3 600 kg 80 200 x 207 x 390 60 x 150

They are made up of : an Ice Pack, a conventional silo, and ice level detector.

* Water 15°C - Air 25°C ** Ice density 0,5
All the sets up to the C21S are also available with a stainless steel bin.




